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CHANGES IN 
BULLETINS 

127, Issue 3, Model 14 Type Bar Tape Printer, Page 13 

138, Issue 5, Model 15 Type Bar Page Printer, Page 26 

159, Issue 2, Model 26 Type Wheel Page Printer, Page 5 
165, Issue 2, Model 14 Typing Reperforator, Page 14 

178, Issue 1, Reperforator Transmitter Distributor, Page 9 

1 


182, Issue 1, Multiplex Start-Stop Extensor Set, Page 16 
193, Issue 1, Model 14 Reperforator Transmitter Distributor, Page 7 
197, Issue 1, Multiple Reperforator Set, Page 15 

198, Issue 1, Model 27 Type Wheel Page Printer, Page 18 


SELECTOR ARM SPRING TENSION 
Change this adjustment to read as follows: 


Unhook the selector arm stop detent spring. With the armature 
extension on a high part of its cam, and the locking lever held away 
from the locking wedge, hook an 8 oz. scale over the end of the locking 
wedge and pull parallel to the selector arm spring. It should require 
1-1/4 to 1-3/4 ozs. to start the selector arm moving. Reform the outer 
loop of the selector arm spring, if necessary, to meet this requirement. 
Replace the detent spring. 


CAUTION: Care should be taken not to nick, crimp, or otherwise deform 
the spring or spring wire when reforming the loops. 
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